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Optical properties Mechanical properties Colormetric properties
Reflection factor Reference thickness 1 mm 2 mm 3 mm
Py = 0914 d = 1,00mm o R
©
Spectral values guaranteed Density o y
T, (254nm) 2 08 p = 284g/cm? § Y
T; (308 nm) > 0,94 Knoop hardness :é, Ay
T (405nm) < 05 HK[0.1/20] = 407 = P
T; (546 nm) < 0,05 X
7 <
T; (633 nm) < 0,05 Thermal properties = Y
T; (725 nm) < 0,85 Transformation temperature _E Y
Tg = 462°C 5 Aq
Thermal expansion in 10K Pe
Refractive indices O (30°cs700¢) = 8,1
Ng (486nm) = 1,548 R ) Notes
ne (546 nm) = 1,545 uv
ngy (587,6nm) = 1,543 Transmission changes are possible under the
action of intense ultraviolet radiation.
Sellmeier coefficients lonically colored glass
valid from 250 nm to 1550 nm Chemical properties Bandpass filter
B 4 0,8861 Chemical resistance
B, 0,4613 FRclass = 0
B s 29,7610 SRclass = 3 1SO 23364:2021
C 9,024E-03 ym? ARclass = 2
C, 8,3379E-03 pm? Resistance against humidity
Cs 3197,045 uym? Sensitive glass Disclaimer
Internal quality see pocket catalogue "Optical Filter Glass | |All data without tolerances are to be understood
Bubble class 2 2024", chapter 5.5 to be reference values.
0,99
0,98
0,97
0,96
o 0,95 /
e
I 0,9
g 08 \
E 0.7 \__——/ \
+ 0,6
© 0,5
cE 04
9 0,3
£ 0,2
0,1
0,05 \.\
0,01 "
5
200 300 400 500 600 700 800 900 1000 1100 1200
wavelength in nm

UQG (Optics) Ltd. The Norman Industrial Estate, 99-101 Cambridge Road, Milton, Cambridge CB24 6AT. England. .
Tel | +44 (0) 1223 420329 Email | info@uqgoptics.com Follow us on: IN

UQG OPTICS MAKES EVERY EFFORT TO VERIFY 3RD PARTY TECHNICAL DATA BUT ACCEPTS NO RESPONSIBILITY FOR ACCURACY WWW. quoptl Ccs.com



Suppliers of Custom and Stock Optics
CAMBRIDGE, ENGLAND

u)

(JU[el

DATA SHEET SCHOITT UG5

wn

0,99

0,98

0,97
0,96

0,95

0,9

0.8
0.7
gg \ — [\
0.4

0,3
0,2

0,1
0,05 J

0,01 ¥
0,001 \\\\.
200 700 1200 1700 2200 2700 3200 3700 4200 4700 5200

wavelength in nm

internal transmittance

Internal transmittance ti at reference thickness

The internal transmittance values, tabulated and graphically represented, are reference values only

A /nm T A /nm T A /nm T A /nm T A /nm T A nm Ti
200 | < 1,000E-05 500 9,500E-02 800 6,650E-01 1100 7,118E-01 2200 6,039E-01 3700 3,581E-04
210 2,234E-05 510 7,000E-02 810 6,550E-01 1110 6,962E-01 2250 5,992E-01 3750 4,036E-04
220 6,900E-02 520 4,600E-02 820 6,476E-01 1120 6,834E-01 2300 5,961E-01 3800 4,130E-04
230 4,500E-01 530 3,300E-02 830 6,436E-01 1130 6,725E-01 2350 6,000E-01 3850 3,873E-04
240 7,180E-01 540 3,041E-02 840 6,420E-01 1140 6,615E-01 2400 6,000E-01 3900 3,451E-04
250 8,260E-01 550 3,015E-02 850 6,443E-01 1150 6,444E-01 2450 5,969E-01 3950 2,780E-04
260 8,790E-01 560 2,200E-02 860 6,463E-01 1160 6,248E-01 2500 5,835E-01 4000 2,000E-04
270 9,120E-01 570 1,136E-02 870 6,476E-01 1170 6,122E-01 2550 5,246E-01 4050 1,271E-04
280 9,390E-01 580 7,810E-03 880 6,487E-01 1180 5,947E-01 2600 5,010E-01 4100 8,166E-05
290 9,520E-01 590 9,020E-03 890 6,518E-01 1190 5,762E-01 2650 4,806E-01 4150 5,902E-05
300 9,600E-01 600 1,203E-02 900 6,543E-01 1200 5,600E-01 2700 4,461E-01 4200 5,093E-05
310 9,656E-01 610 1,514E-02 910 6,606E-01 1250 4,893E-01 2750 3,534E-01 4250 5,433E-05
320 9,757E-01 620 1,703E-02 920 6,628E-01 1300 4,429E-01 2800 1,200E-01 4300 7,000E-05
330 9,802E-01 630 2,304E-02 930 6,694E-01 1350 4,351E-01 2850 3,622E-02 4350 1,009E-04
340 9,816E-01 640 4,400E-02 940 6,745E-01 1400 4,400E-01 2900 1,396E-02 4400 1,371E-04
350 9,809E-01 650 1,010E-01 950 6,826E-01 1450 4,374E-01 2950 7,228E-03 4450 1,726E-04
360 9,761E-01 660 2,270E-01 960 6,876E-01 1500 4,343E-01 3000 3,784E-03 4500 2,113E-04
370 9,600E-01 670 4,140E-01 970 6,962E-01 1550 4,374E-01 3050 2,037E-03 4550 2,570E-04
380 9,120E-01 680 5,950E-01 980 7,030E-01 1600 4,555E-01 3100 1,169E-03 4600 3,000E-04
390 7,870E-01 690 7,270E-01 990 7,112E-01 1650 4,767E-01 3150 7,430E-04 4650 3,516E-04
400 5,700E-01 700 7,990E-01 1000 7,164E-01 1700 4,900E-01 3200 4,775E-04 4700 4,000E-04
410 3,600E-01 710 8,290E-01 1010 7,232E-01 1750 4,979E-01 3250 3,236E-04 4750 4,315E-04
420 2,360E-01 720 8,320E-01 1020 7,278E-01 1800 5,000E-01 3300 2,296E-04 4800 4,688E-04
430 1,780E-01 730 8,180E-01 1030 7,317E-01 1850 5,128E-01 3350 1,910E-04 4850 4,909E-04
440 1,680E-01 740 7,950E-01 1040 7,338E-01 1900 5,293E-01 3400 1,758E-04 4900 5,000E-04
450 1,780E-01 750 7,690E-01 1050 7,344E-01 1950 5,529E-01 3450 1,758E-04 4950 5,000E-04
460 1,830E-01 760 7,430E-01 1060 7,347E-01 2000 5,700E-01 3500 1,910E-04 5000 4,955E-04
470 1,660E-01 770 7,190E-01 1070 7,305E-01 2050 5,874E-01 3550 2,133E-04 5050 4,645E-04
480 1,470E-01 780 6,980E-01 1080 7,267E-01 2100 6,000E-01 3600 2,547E-04 5100 4,000E-04
490 1,260E-01 790 6,789E-01 1090 7,194E-01 2150 6,094E-01 3650 3,000E-04 5150 2,742E-04

UQG (Optics) Ltd. The Norman Industrial Estate, 99-101 Cambridge Road, Milton, Cambridge CB24 6AT. England. .
Tel | +44 (0) 1223 420329 Email | info@uqgoptics.com Follow us on: IN

UQG OPTICS MAKES EVERY EFFORT TO VERIFY 3RD PARTY TECHNICAL DATA BUT ACCEPTS NO RESPONSIBILITY FOR ACCURACY WWW. quoptl Ccs.com



